
SUPERCHEM 1AS is a multiple used 

synthetic Lube. With the 100% 

synthetic base oil, SuperChem 1AS has 

an outstanding performance either 

under high or low temperature. 

Decrease downtime and reduce 

changing lube times.

SUPERCHEM
1AS

1AS 32

1AS 46

1AS 68

1AS 100

1AS 150

1AS 220

1AS 320

1AS 460

1AS 680

Color

Brown

Brown

Brown

Brown

Brown

Brown

Brown

Brown

Brown

Density
(KG/L)

0.826

0.832

0.833

0.836

0.839

0.841

0.845

0.847

0.850

Viscosity
(ISO)

32

46

68

100

150

220

320

460

680

Flash
Point
(°C)

≥245

≥245

≥245

≥250

≥255

≥255

≥262

≥265

≥272

Pour
Point
(°C)

≤-50

≤-48

≤-46

≤-44

≤-40

≤-38

≤-36

≤-30

≤-25

Base Oil

PAO

PAO

PAO

PAO

PAO

PAO

PAO

PAO

PAO

Suggest
working Temp.

(°C)

-50 ~ 220

-46 ~ 235

-48 ~ 240

-43 ~ 246

-39 ~ 248

-37 ~ 249

-34 ~ 252

-29 ~ 257

-29 ~ 265

Features

AIGI ENVIRONMENTAL INCORPORATED          www.aigienvironmental.com

SUPERCHEM 1AS
Full-Synthetic lube, All seasons


